
 
 

 

Essegi Automation S.r.l. 
Via della Tecnica, 33 · 36049 Sovizzo (VI) · Italy · P.IVA / VAT No. : IT04223170244 
Ph: 0444 376380 · Email: info@essegiautomation.com · www.essegiautomation.com 

 

ISM MIM 
 
Interface module designed to connect to other EEM and X-ray counter, enabling both manual and 
fully automatic material management. 
The system also includes 2 shuttles for connection to UltraFlex 3600/3900 storage units. 
Please note: The UltraFlex MIM is not a standalone unit; it must be connected to UltraFlex ISM 3600 
or 3900 storage systems.  

 

 
 
 

TECHNICAL DATA 
Length 2587 mm – 8.54 ft   

Depth 1076 mm – 3.55 ft   

Height (with feet 110mm) 2356 mm – 7.7 ft   

Height with dehumidifier 2722 mm – 8.89 ft   

Weight 
* Considering 7" model capacity 
** Considering 7" model capacity. Average weight per reel 100gr 

Machine empty 809 Kg -1784 lb 

Machine with cases 1093 kg * - 2410 lb 

Machine with cases and reels 1279 kg ** - 2820 lb 

Expected humidity value <5%   

Maintenance Area 
Right side 341 mm - 1,13 ft 

Left side 341 mm - 1,13 ft 

 
 

Maximum Reels Capacity 

 

ISM MIM 7" only ISM MIM 15" only ISM MIM 7"+15"  

7" reel 1860 0 702 

15" reel 0 445 287 

Total 1860 445 989 

 
  


